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CPT SERIES
Automatic low level palletizer

The CPT Series is a low level product infeed, high flexible and reliable palletizer
designed to meet your demand of palletization. This machine is carefully designed
to handle different carton stacking configurations with user-friendly HMI.
Reinforced bi-column design makes the machine the ideal solution to process
heavy loads with high stability even in the fast production mode. Adjustable
product stacking height and configuration enabled the machine to process your
products in the best possible way.

Integrated with robust and reliable pallets convection system allows CPT Series low
level palletizer to accommodate both wooden and plastic pallets. An average
production capacity of 35 cases per minute makes the machine the ideal solution
for small to medium production requirements.

• Capacity ranging 20CPM to 40CPM
• Constructed from SUS304 and carbon steel
• Suitable for carton box and semi-tray
• Suitable for 1000 to 1300 standard plastic or wooden pallets
• Can be integrated with roller turning device
• Pre-programmed stacking configuration
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MACHINE FEATURES

REINFORCED MACHINE STRUCTURE

Integrated with reinforced machine
structure with balanced load design to
facilitate machine motion and reduce part
wear. Machine stability are maintain even
under heavy loading condition.

EXCELLENT CONTROL SYSTEM

The palletizer is fully controlled via
frequency invertor with acceleration
and deceleration butter to achieve
smooth machine lifting and lowering
motion. Momentum generated during
loading are significantly minimized.

HIGH CAPACITY
When integrated with high speed roller
turning device, this machine can achieve
up to 40CPM of production capacity. There
is no contact in between parts and carton
during turning. Minimizing the risk of
carton deformation or fracture.

HIGH FLEXIBILITY
Different stacking configurations are
stored in the PLC. Only minimal
adjustments are required during
product change. Different infeed and
discharge configuration can also be
achieved to suit your production line.


